Introduction
itiated air is commonly encountered in combustion applications in which exhaust gas is recycled back into the oxidizer stream in order to increase the combustion efficiency and to reduce pollutant emissions. In essence, the addition of combustion product gases into the incoming air impacts the oxidation kinetics of the fuel and the flame propagation due to the change in the O 2 concentration as well as the presence of CO 2 , H 2 O, CO, NO X , and unburned hydrocarbons in the oxidizer stream. Accurate chemical kinetic model predictions of the fuel oxidation in the presence of vitiated air become a challenging task, especially for hydrocarbon fuels, due to the complex chemical kinetic interaction of the vitiated species with chain reactions that generate combustion radicals. However, detailed chemical kinetic models for hydrocarbon fuels are typically validated against experimental data obtained with clean or unvitiated air. Therefore, the need to develop accurate detailed kinetic mechanisms that account for varying thermophysical and chemical kinetic phenomena unique to vitiation has become an important aspect of combustion research.
In regard to combustion, vitiated air typically refers to an oxidizer stream with oxygen level less than that of normal air (i.e. X O2 < 21 vol %) and/or containing other products of combustion including CO 2 , H 2 O, CO and NO X . Vitiated conditions are often the result of flue or exhaust gas recirculation (EGR) into a fresh air stream which also results in elevated temperatures, or due to staged combustion systems e.g. with additional fuel injected downstream of the primary burning zone. Vitiation can be found in many practical combustion systems including gas turbine combustors, automobile engines, and furnaces to reduce emissions and/or improve efficiency [1] . Vitiated combustion is also used in aircraft engines where fuel is injected into the turbine exhaust at low pressures to increase engine thrust [2] .
Useful combustion characteristics for validation of kinetic mechanisms against experimental data are ignition, extinction, speciation, and flame structure. Representative data for each of these phenomena are often measured through ignition delay time, blow-out or laminar flame extinction, species profiles from chemical reactors and laminar flames, and laminar flame speed respectively. There is limited experimental data available in the literature for kinetic model validation regarding vitiated combustion of liquid fuels including aviation fuels. Much of the previous work has focused on the kinetic aspects of vitiation chemistry through oxidization [3, 4, 5] and ignition [6, 7, 8] in flow reactors. Fuller et al. [6, 7, 8] investigated the effect of vitiated air on the ignition characteristics of JP-8 in flow reactor experiments in which NO exhibited the highest impact among the vitiated species in promoting the ignition process.
The primary characteristic of vitiation is the role of the diluents, both through the overall reduction in O 2 concentration and the composition of the diluent itself. For most combustion devices, the diluents consist of CO 2 , H 2 O, CO, and NO X . Concentrations of CO 2 and H 2 O in a vitiated oxidizer stream can measure up to 10 vol %, while CO and NO X concentrations are on the order of 0.2 vol % and 1000 ppmv respectively [2] . Studies utilizing ignition delay time measurements by Fuller et al. [6, 7, 8] found that overall dilution and NO X had the most significant effect on ignition. However, unlike the ignition process, vitiated species influence pre-and post-flame zone chemistry, which plays a role on flame propagation phenomenon. . Therefore, the current study is focused on the effect of the most prevalent products of combustion found in the vitiated oxidizer: CO 2 and H 2 O. Not only do CO 2 and H 2 O comprise the majority of the non-N 2 diluent species in vitiated air, these components can also have significant thermophysical, transport and kinetic effects on the combustion process. The thermophysical property changes will have a direct effect on flame speed as they affect the flame temperature and thermal diffusion from the flame front to the unburned fuel. This combined with the chemical kinetic effects, which are less understood, results in significant changes in laminar flame speed when vitiated species are present in combustion air.
The primary objective of the current effort is to acquire laminar flame speed of aviation fuels with vitiated air that can be used to validate detailed kinetic models. In order to investigate the effect of vitiated species such as CO 2 , H 2 O and N 2 on laminar flame speed, n-decane is chosen as the fuel as it is often used as one of the surrogate components to model oxidation chemistry of n-alkanes in aviation fuels. For example, Gokulakrishnan et al. [9, 10] used n-decane, iso-octane, n-propyl-cyclohexane and n-propyl-benzene as the surrogate components to model the combustion chemistry of n-alkanes, iso-alkane, cyclo-alkanes and aromatics respectively that are present in traditional petroleum based jet fuels. n-Decane is also used as one of the surrogate components to model the alternative jet fuels such as synthetic paraffinic fuels (e.g.,HRJ and S-8) [11] . n-Alkanes are generally more reactive during oxidation among the chemical groups mentioned above, hence they act as the main driver for the overall combustion characteristics of the jet fuels. Therefore, it is important to validate the chemical kinetic model for ndecane against experimental data obtained with vitiated air for accurate model predictions of JP-8 model under similar vitiated conditions. The current detailed kinetic model for n-decane, which is used in the surrogate kinetic model for JP-8, has been validated against species profiles obtained in reactivity [12, 13] and time-history [14] experiments in flow reactors as well as burned-stabilized laminar flame experiments [15] . An updated version of the detailed n-decane kinetic mechanism of Gokulakrishnan et al. [9, 10, 11] is used for the model comparison with the experimental data obtained in the current work.
Decane laminar flame speed measurements have been made by several groups using a variety of techniques. Nishiie et al. [16] measured laminar burning velocity and Markstein length of premixed n-decane flames at 1 atm and 400 K inlet temperatures using a spherical combustion chamber. Zhao et al. [17] measured the laminar flame speed of atmospheric pressure n-decane flames over a range of equivalence ratios. Flame speed was determined in a stagnation jet-wall configuration. The effect of nitrogen dilution was also investigated in this study. Ji et al. [18] measured laminar flame speeds of premixed C 5 -C 12 n-alkane flames, including decane, at atmospheric pressure and elevated unburned mixture temperatures. A counter-flow flame system was employed for these measurements. Kumar and Sung [19] measured laminar flame speed in a twin-flame counterflow configuration for atmospheric pressure flames at a range of preheat temperatures. A linear extrapolation method was used to obtain the laminar flame speed from the experimental methods.
At this time, little work has been done to characterize the effects of CO 2 and H 2 O dilution on flame speed, especially in an effort to understand the chemical kinetics as they relate to other aspects of vitiation including variation in overall dilution, equivalence ratio and pressure. Zhao et al. [20] investigated the effect that overall dilution with N 2 has on propane flame speed. Those results show that dilution ratios up to 50% cause an approximate linear decline in flame speed for C 3 H 8 /air mixtures at temperatures of 300 K to 550 K and equivalence ratios of 0.8 to 1.1. Natarajan et al. [21] examined the effect of CO 2 dilution on multiple H 2 /CO syngas mixtures at temperatures of 300 K to 600 K and pressures of 1 atm and 5 atm. Results of that study show the significant effect that 20% dilution of CO 2 has on flame speed of these syngas mixtures across a range of temperatures and pressures relevant to many vitiated combustion devices.
Because of the limited amount of study of flame speed with vitiation, especially for liquid fuels considered jet fuel surrogates, this study aims to better understand the effects of vitiation on the flame speed of n-decane through a two-pronged experimental program using the spherical Combustion Bomb Technique (CBT) (performed at Princeton University) with n-decane and the Bunsen Flame Technique (BFT) (performed at the Georgia Institute of Technology) with propane and n-decane. This approach provides a broader range of measurements as well as a cross-comparison at select conditions to allow a better understanding of differences between measurement techniques.
Experimental Methods
In order to examine the various effects of vitiation on laminar flame speed across a range of oxidizer compositions, temperatures and pressures, two separate measurement methods for measuring laminar flame speed are being applied in this study. The first, the spherical Combustion Bomb Technique (CBT), is being used to primarily examine the effects of vitiation on flame speed across a range of pressures relevant to both sub and super atmospheric combustion devices. The second method, applies the Bunsen Flame Technique (BFT) to measure laminar flame speed at fixed pressure and temperature, but at a range of equivalence ratios. Eventually, this technique will primarily focus on the effects of vitiation at atmospheric pressure and across a range of inlet temperatures. In order to understand not only the effects of vitiation, but also the range of measurement results between these techniques approximately 25% of the prescribed test cases in this study will be performed using both techniques to provide overlap comparison. A brief description of each technique is provided in the following sections.
Combustion Bomb Technique
In this study, the laminar flame speeds of n-decane in vitiated oxidizers consisting of various mixtures of O 2 , N 2 , CO 2 , and H 2 O was measured using the spherically outward propagating flame technique, or Combustion Bomb Technique,. Unlike counterflow and Bunsen flames, the spherical flame geometry provides the simplest and best defined flame geometries and boundary conditions for kinetic validation. By assuming quiescent burned gas and small flame curvature, the flame speed can be determined simply from the flame front trajectory and the density ratio. However, both flow compression in the confined vessel and flame stretch will affect the accuracy of the determination of flame speeds.
In this study, the flow compression and stretch corrected laminar flame speeds was be measured in a pressure range from 0.2 atm to 5 atm. These measurements serve to extend the LFS measurements made using the Bunsen Flame Technique to lower pressures and will provide measurements, made using a different technique, as comparison. Vitiated conditions were be simulated by the addition of CO 2 The experimental setup is composed of a spherical combustion bomb, oven, pressure release system, and schlieren imaging system as shown in Figure 1 . The spherical bomb has a 20 cm inner diameter. Two tungsten electrodes are installed in the top and bottom of the bomb and the upper electrode is mounted with a linear motion device to control the gap between the electrodes. The bomb is located inside of the oven, in which an electric fan is installed to achieve a uniform temperature field. Thermocouples at the top and bottom of the oven typically show a non-uniformity of 5 K. A K-type thermocouple is installed at upper right side of bomb to control the oven heater with a PID controller. The heated inlet lines and vaporization chamber are heated to the same temperature as the oven using separate PID controllers, K-type thermocouples, and resistance heaters. Further detail of the spherically outward propagating flame experimental apparatus is shown in Figure 2 . It is comprised of a dual combustion chamber and a high speed Schlieren imaging system. On the wall of the inner vessel, twelve holes (22 mm in diameter) with magnetically controlled doors allow for nearly constant pressure conditions during flame propagation. The apparatus has been tested to an operating pressure of 30 atm. Two quartz windows are mounted at both ends of the inner chamber to allow optical access. A high-speed Schlieren The bomb is filled with a combustible mixture using the partial pressure method. After vacuming to 2-3 torr, the bomb is filled with the bulk diluent (N 2 or He) to about 30 torr. This is done to fill the tubing leading to the pressure guage, which is at a lower temperature, so that fuel does not diffuse to this cooler location and condense. n-Decane (99% purity) is injected into the vaporization chamber (500 cc inner volume) and the vapor flows through a valve to the bomb. If water vapor is required, a separate vaporization chamber is used. The bomb is then filled with more diluents through the coiled 1/8" pressure tubing to push any fuel into the bomb, preventing condensation and removing rich pockets. Next, O 2 and other diluents are added through heated tubing. The gases that were used and their purities are: He (99.995%), O 2 (99.5%), CO 2 (99.99%), and N 2 (99.9%). The mixture is allowed 10 minutes to achieve uniformity, and then the mixture is ignited. The flame is visualized using a schlieren system with a mercury lamp and high speed camera (up to 15000 fps). Experimental uncertainty is finally determined from multiple tests at same equivalence ratio and pressure conditions.
Data analysis is performed in a manner similar to that previously reported by Burke et al. [22] . The flame front history is extracted from the schlieren images using an automated edge finding program. The burned flame speed and stretch rate [23] are then calculated. The burned unstretched flame speed is determined by extrapolating the flame speed to zero stretch using the linear stretch relation [24] , and the unburned unstretched flame speed is found using the density ratio. Unlike [22] , no flow correction is used in data analysis because the current study uses a large spherical chamber. According to Chen et al. [25] , there is a 5% error due to compression induced flow when R f /R bomb = 0.4. In this study, data are used for R f /R bomb <0.25, so compression effects are neglected.
In order to prevent damage caused by excessive pressure build-up after ignition, a pressure release system is connected to the bomb. In this system, a 56.8 L nitrogen tank is connected to the bomb using two 1-1/2" pipes. Magnets, along with pressure from the nitrogen tank, push two plates onto two o-rings to seal two 1-1/2" holes in the bomb. After ignition, when the bomb pressure exceeds the nitrogen pressure, the seal between the plates and orings is broken, and gas from the bomb flows into the nitrogen tank, where the flame is quenched. The volume of the nitrogen tank is more than ten times the volume of the bomb, so the pressure of the system does not rise beyond acceptable levels. Figure 3 is a schematic of the steady flow facility used to measure flame speeds using a Bunsen Flame Technique. The facility produces an axisymmetric jet flame over a contoured laminar nozzle. The reactant gas flows are metered individually with a bank of rotameters and introduced sufficiently far upstream to mix thoroughly before passing through the nozzle. Separate systems are used to vaporize the liquid water and fuel. The desired mixture of O 2 , N 2 and CO 2 is used as a carrier gas for the water vaporizer. The output of the first vaporizer is then sent through the fuel vaporizer. The water flow rate is monitored by a mass flow controller, while the fuel flow rate is measured with a rotameter. The gas rotameters are calibrated at the same operating supply pressure with a wet test meter for high flow rates and a bubble flow meter for low flow rates. The liquid fuel rotameter is calibrated by operating the system for a fixed time and measuring the collected mass with a precision scale. The factory calibration is used for the water mass flow controller. The combined uncertainty (accuracy) in total mass flow rate is better than 1%.
Bunsen Flame Technique
The reactant mixture leaving the vaporizers is maintained at 420-470 K by electrically heated and insulated tubing until it reaches the burner plenum, where it is preheated to the desired temperature with electric resistance heaters. The temperature of the reactants is monitored with a K-type thermocouple placed 25 mm upstream of the exit. The flow entering the plenum passes through a layer of ball bearings that break up the incoming jet. A ceramic flow straightener (2 mm cell size) downstream removes any large scale structures before the flow enters the converging nozzle. The exit diameter of the contoured burner is 9 mm with an area-based contraction ratio of 72. This ensures that the exit velocity profile is uniform and the flow is laminar even at high Reynolds (Re) number. To anchor the flame at high flow rates (i.e., at high jet exit velocity to flame speed ratios), a sintered plate surrounding the nozzle exit is used to produce a near-stoichiometric, flat, methane-air pilot flame. The complete burner assembly is placed in a nitrogen ventilated chamber. An important difference between the current measurement approach and older Bunsen burner techniques is the definition of the appropriate flame area in this non-one dimensional flame and its reduction to flame speed. The method employed here depends on measuring the flame area at the reaction zone. The chemiluminescence images are analyzed to determine the reaction zone location with a gradient-based edge detection algorithm. The algorithm finds the inner edge of the reaction zone for both the left and right half images, from which the reaction zone area is calculated. The reaction zone areas from 50 realizations are then averaged to determine the flame area (A b ) at each operating condition. The unstretched, unburned flame speed (S L ) is then calculated from , where is the measured volumetric flow rate of the reactants. This procedure, which involves determining the reaction zone area as opposed to the inner edge of the preheat zone has been shown to provide a better estimate of the unstretched (1-d) flame speed, as it is only weakly affected by the flame curvature and because the Bunsen flame strain is primarily restricted to the low area flame tip [21] .
Experimental Design
The goal of this effort is to better understand the effect of vitiation on the chemical kinetics of liquid fuel combustion. Therefore several variables found in many vitiated combustion systems were chosen as design variables for this study. The design variables include O 2 concentration, equivalence ratio, pressure, temperature and diluent composition. For most tests, the bulk diluent was N 2 ; however, for certain tests at varying pressures, the N 2 was replaced with He for comparative study and to inhibit high pressure flame stabilities that disrupt them measurements. The results presented here will focus on the role of total dilution, equivalence ratio, and pressure on laminar flame speed in relation to vitiated oxidizer composition.
Total dilution is determined by the variation of the concentration of O 2 in the oxidizer stream. Three O 2 levels were chosen: 21, 18, and 15 vol %. These volume fractions represent the amount of O 2 in the oxidizer stream only, not the overall inlet reactant stream including the fuel. This range of O 2 concentrations corresponds to the ranges used in a previous set of studies that examined the effect of vitiation on the ignition delay time of liquid fuel fuels [6, 7] . For the second design variable, equivalence ratio (Φ), the values ranged from approximately 0.8 to 1.2. Pressure is examined at three levels: 0.5, 1.0, and 5.0 atm. This range covers both low-pressure combustion devices (e.g. high altitude propulsion systems, duct burners, etc.) as well higher pressure conditions often found many ground transportation and power generation systems.
The diluent composition variable consists of four different oxidizers compositions for a given O 2 concentration. The first set of cases consists of the "non-vitiated" cases in which the oxidizer consists of only O 2 and the bulk diluent (N 2 or He). For the three vitiated cases, 20 vol % of the bulk diluent (N 2 or He) in the oxidizer stream is replaced entirely with CO 2 O inclusion in the oxidizer stream, and whether the bulk diluent is N 2 or He. In the results discussed below, diluent mixtures will be denoted using the reference format shown in Table I. Table I also includes a comparison of thermodynamic data for cases with N 2 as the bulk diluent at 1 atm and 450 K at varying O 2 concentrations. Supplied specific heat and thermal diffusivity properties are given for the oxidizer stream alone. For each diluent composition, the value for the mixture of 18 vol% O 2 and N 2 as the bulk is given for molar heat capacity and thermal diffusivity due to small variation for each (±0.12% and ±0.01% respectively) in the range of 15 to 21 vol % O 2 . With the higher molar specific heat, CO 2 produces a greater drop in adiabatic flame temperature compared to dilution with N 2 or H 2 O. A test matrix was developed to examine the role of diluent composition, total dilution, equivalence ratio and pressure on laminar flame speed of propane and n-decane. Multiple tests were conducted using both laminar flame speed measurement techniques, including a number of overlapping cases.
Results and Discussion
There are several effects of vitiation on the flame speed of n-decane that are observed in this study. The primary effect is caused by an increase in overall bulk dilution which in turn reduces the flame speed significantly due to the reduction in the flame temperature compared to fuel/air mixtures. Figure 5 shows the effect of N 2 dilution on laminar flame speed of stoichiometric n-decane/O 2 /N 2 mixtures with varying dilutions at 450 K. In all the experimental cases, the reduction of O 2 from 21 vol % to 15 vol %, signifying an increase in dilution, results in an approximate linear decrease in laminar flame speed. From a dilution standpoint, cases with 18 vol % O 2 signify volumetric dilution of air with an additional 16.7 % of N 2 , while cases with 15 vol% O 2 signify a volumetric dilution of air with 40.0 % N 2 . In Figure 5 , most of the experimental data from the current study are from the BFT measurements. One point (at 18 vol% O 2 ) was acquired with the CBT and is in agreement with the BFT data (± 5%). Figure 5 also compares the current results to the propane experimental data of Zhao et al. [20] obtained with N 2 dilution at varying initial temperatures. Flame speed data at 450 K interpolated from Zhao et al. [20] and the current experimental data have a similar trend regarding the effect of N 2 dilution on laminar flame speed. Figure 5 also shows the detailed kinetic model predictions for the effect of N 2 dilution on n-decane flame speed. The ndecane laminar flame speed calculations were performed using Cantera [26] with the detailed kinetic mechanism of Gokulakrishnan et al. [9, 10, 11] . Table I . Overall volumetric dilution was kept constant with 20% of the oxidizer stream varied between N 2 , CO 2 , H 2 O and a 1:1 CO 2 /H 2 O mixture. For all tests, it was found that the presence of CO 2 in the diluents has the largest effect on flame speed. Replacement of 20 vol % of the oxidizer N 2 with CO 2 results in flame speeds that are lower by 40 to 60% of the corresponding measurements for O 2 /N 2 cases. In the case of H 2 O, a reduction in flame speed also occurred with measurements falling to values that are 60 to 90 % of the corresponding O 2 /N 2 cases. As would be expected, mixtures with both H 2 O and CO 2 result in flame speeds that fall between the CO 2 and H 2 O only cases. Of greater interest is the interaction between diluent composition and the remaining design variables: total dilution, equivalence ratio, and pressure. Each of these interactions will be discussed in the following sub-sections.
Interaction of Diluent Composition and O 2 Concentration (Total Dilution)
The interaction examined between the effects of diluent composition and O 2 concentration (total dilution) is examined below. Flame speed data from measurements using both the CBT and the BFT for atmospheric tests performed with a preheat temperature of 450 K, N 2 as the bulk diluent, and an equivalence ratio of 1.0 are shown in Figure 6 . The interaction between total dilution and dilution composition is shown in Figure 7 , which compares the relative change in flame speed due to replacing 20 vol % of the oxidizer with CO 2 of dilution composition is more potent in reducing the flame speed. Replacing the same portion of the N 2 noted above with CO 2 , CO 2 /H 2 O, and H 2 O results in flame speeds that are 76%, 54% and 41% of the flame speed with 18% O 2 /N 2 respectively. The results therefore show that changes in laminar flame speed due to diluent composition are enhanced as total dilution of the oxidizer stream increases and O 2 levels are reduced. This suggests that the effect of the dilution and dilution composition is not strictly a thermodynamic phenomenon, but has a significant chemical kinetic aspect as well. BFT -21O2/N2
Interaction of Diluent Composition and Equivalence Ratio
The interaction between diluent composition and the equivalence ratio (Φ) of the system was also examined. Equivalence ratio was examined at lean (Φ = 0.8), stoichiometric (Φ = 1.0) and rich (Φ = 1.2) levels for the measurements made using the CBT. Measurements made using the BFT also covered a series of Φ's across this range. Experimental results with varying diluent composition from the measurements made by both techniques at 1 atm, preheat temperature of 450 K, and 18% O 2 in the oxidizer are shown in Figure 8 . Overall, the flame speed measurements from both BFT and CBT have good agreement for the effect of diluents composition, except for the O 2 /N 2 case. The BFT method shows slightly higher flame speeds compared to the CBT technique when the oxidizer stream consists of 18% O 2 in N 2 . At all equivalence ratios CO 2 has the largest influence on flame speed compared to CO 2 /H 2 O and H 2 O alone. Figure 8 also shows the detailed kinetic model predictions of Gokulakrishnan et al. [9, 10] . Overall the model predicts the trends of the effect of dilution; however, model improvements are needed for more accurate predictions. Figure 9 shows the laminar flame speed of n-decane mixtures with He as the bulk diluent using the CBT. A fraction of the oxidizer He is replaced in the oxidizer stream with CO 2 , CO 2 /H 2 O and H 2 O in the same proportions as shown for Table I for N 2 . The presence of CO 2 and H 2 O in with He has similar effects on flame speed as is found in the N 2 bulk dilution cases (shown in Figure 8 ). Figure 9 also shows the detailed model predictions of Gokulakrishnan et al. [9, 10] . Overall, the model captures the absolute effect of CO 2 and H 2 O diluents on flame speed somewhat better than in corresponding N 2 bulk dilution cases shown in Figure 8 . This indicates that the lack of model agreement with the experimental data in Figure 8 for N 2 dilution is likely due in part to the uncertainties in the third body collision efficiencies used in the model for different diluent species.
An examination of the interaction between diluent composition and equivalence ratio is shown in Figure 10 , which compares the relative change in flame speed due to substituting 20 vol % of the oxidizer stream with CO 2 , H 2 O, and CO 2 /H 2 O. Overall, the results in Figure 10 show that the equivalence ratio has less impact on the effect of the diluent composition on flame speed when He is the bulk diluent. For stoichiometric cases, replacing N 2 with H 2 O, CO 2 /H 2 O and CO 2 results in flame speeds that are 80%, 66% and 55% of the stoichiometric flame speed with 18% O 2 /N 2 respectively. For the rich case at Φ= 1.2, the effect of substituting N 2 with CO 2 , CO 2 /H 2 O and H 2 O has a slightly reduced effect on flame speed than the stoichiometric case. The largest difference is observed in the CO 2 /H 2 O case, where the relative flame speed from the 18% O 2 /N 2 , Φ = 1.2 case is only 73% compared to 66% for the analogous stoichiometric condition. The difference between the stoichiometric and rich cases with 20% CO 2 in the oxidizer is negligible. A crossover effect of the diluent composition with respect to equivalence ratio is seen in the lean case of Φ = 0.8. The presence of 20% H 2 O has nearly no effect on flame speed, while the presence of 20% CO 2 slightly reduces flame speed further for Φ = 0.8 than it does in either of the analogous stoichiometric and rich conditions. the same for all three equivalence ratios. There is some variation when 10% CO 2 / 10% H 2 O is present in the oxidizer, however it is relatively small, ranging from 45% to 50%. The crossover effect from 20% H 2 O to 20% CO 2 seen in the lean case (Φ = 0.8) with N 2 as the bulk diluent is not observed with He.
Interaction of Diluent Composition and Pressure
The interaction between the composition of the diluent and the pressure of the system was also examined. In Figure 11 , CBT flame speed measurements are shown at pressures of 0.5, 1.0 and 5.0 atm using He as the bulk diluent with varying the diluent compositions as noted in Table I . As expected, an increase in pressure reduces the flame speed and the substitution of the 20% of the oxidizer stream with CO 2 in place of He has the largest effect in reducing the flame speed compared to H 2 O and CO 2 /H 2 O. In Figure 12 , the relative change in CBT flame speed due to replacing a portion of the N 2 with CO 2 , H 2 O, or CO 2 /H 2 O is compared at pressures of 0.5 and 1.0 atm. The effect of CO 2 and H 2 O varies by a very small margin between 0.5 and 1.0 atm. Unlike the interactions of diluent composition with total dilution and equivalence ratio, where the effect of the diluent composition varied significantly with changes in other variables, this data suggests that diluent composition has negligible impact on the effect of pressure on flame speed.
Kinetic vs. Thermal Effects
A focus of this study is to better understand the role that vitiation plays on combustion chemistry. As noted earlier and shown in Table I , there is a significant change in the thermodynamic properties of the system when a significant portion of the bulk diluent in the oxidizer stream is comprised of CO 2 or H 2 O. This substitution impacts the flame speed primarily through a change in the flame temperature. To better isolate the kinetic effects from the thermodynamics of the system, simulations were performed using a detailed kinetic mechanism [27] that was validated for propane and compared against the experimental data obtained in the current work using the BFT. Figure 13 compares experimental laminar flame speed data for propane/air at 1 atm and a pre-heat temperature of 650 K as well as the same conditions with 10% added CO 2 dilution to the oxidizer stream. The model predictions for the undiluted cases as well as 10% dilution with N 2 , H 2 O and CO 2 are also shown.
In the case of CO 2 and H 2 O, laminar flame speed calculations were performed in which the chemical kinetics of each of these diluents was disabled, designating these molecules as inert third bodies with thermodynamic and transport properties only. The figure shows that when CO 2 is made kinetically active; the model predictions agree with the experimental data very well. When CO 2 in oxidizer stream is made inert, the mechanism over predicts flame speed. This trend holds true for H 2 propane to a larger extent than by simply altering the thermodynamics of the system. However, when 10% N 2 is added to the oxidizer stream as inert species, the modeling results do not show any significant difference as noted in Figure 13 . Based on the modeling results in Figure 13 , the presence of CO 2 in the oxidizer shows not only the larger overall effect on flame speed, but the larger kinetic effect as well when compared to H 2 O. This is similar to the experimental findings of this study with n-decane. Figure 14 shows the normalized sensitivity coefficients for propane flame speed with 10% CO 2 addition as inert and active species for the cases discussed in Figure 13 . As expected the most sensitive reaction is the branching reaction (R1) H + O 2 = O H + O ( R 1 ) The second most sensitive reaction is that which produces CO 2 from CO: CO + OH = CO 2 + H ( R 2 ) When CO 2 is introduced as a chemically active species, it reduces the H production via reaction (R2). This will in turn reduce the overall radical concentration from chain-branching reaction (R1). This results in a reduction in the flame speed when CO 2 is present in the vitiated air. 
Conclusions
As combustion research extends further into the realm of vitiated kinetics, experimental and theoretical analyses continue to show that vitiation significantly alters the combustion processes and flame characteristics due to both thermodynamic changes to the system and chemical kinetic interactions. Through the examination of overall oxygen dilution and the presence of CO 2 and H 2 O in the oxidizer stream, this study has found that the flame speed of propane and, more importantly to better understand aviation fuel combustion, n-decane is significantly affected by oxidizer vitiation. The reduction of O 2 alone from 21 vol % typical of normal air to 15 vol % found in many vitiated combustion devices is shown to reduce n-decane flame speeds on the order of 60%, whereas even larger reduction is seen when O 2 reduction is due to the presence of combustion products CO 2 and H 2 O in the oxidizer. More importantly, the experimental data and kinetic analysis of the presence of CO 2 and H 2 O in the oxidizer stream illustrate that the effects of vitiation are not merely thermodynamic but also the chemical kinetics of the oxidization processes in the presence of vitiated species. This observation is in contrast to the effect of CO 2 and H 2 O on JP-8 ignition delay time studied in another related work by Fuller et al. [6, 7, 8] , in which NO X has the most significant effect in promoting the oxidation. These experimental data are useful additions to the literature for current and future model validation for vitiated kinetics. At this time, the current detailed model shown in this study offers good predictions for the effects of vitiation on n-decane flame speed; however, further development is required to improve accuracy. 
